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Abstract.Compositesweremade from recycled HDPE and virgin HDPE as matrix and rice 
husk as filler and also added with polyethylene-graft-maleic anhydride (MAPE) as a coupling 
agent to improve the physical and mechanical properties of composites. Theaim of study is 
to find the optimum condition of the type of used matrixs and the percentage of added 
coupling agent on the quality of the producedcomposites. Compositeswere prepared byhot 
press method. Hot press process was performed at a temperature of 150 oC for 30 minutes. 
After cooling to room temperature, the product was tested oftensile strength, bending 
strength, thermal test and FTIR. The results show thatcompositesprepared byvirgin HDPE 
have much betterphysical and mechanical properties compared to composites prepared by 
recycled HDPE. The highest tensile strength valueof 5.69 MPawas foundon composite with 
matrix of virgin HDPE and addition of 4 wt% MAPE. While the highest bending strength 
valueof 0.35 Mpa was obtained oncomposite with matrix of recycled HDPE and addition of 2 
wt% MAPE. The presence of a number of MAPE concentration in the mixture resulted in 
increased adhesion properties between rice husk and HDPE thereby increasing the physical 
mechanical properties of composites. 
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Introduction 
Nowadays, the use of wood for building materials or other applications has been 
increasing sharply, thus the production of composites as a substitute timber is a solution 
that can be applied. Preparation of compositesby using recycled plastic and biomass can 
reduce the environmental load of the huge amount of plastic wastes in our atmosphereand 
also produces innovative products as a substitute for wood.The advantages of biomass-
based composite products, among others, low density, the production cost is more 
economical, readily available raw materials, flexible in its construction and other better 
properties. 
Province of Aceh as agricultural based region has a lot of biomass that has not been 
fully utilized such as sawdust, coconut fiber, rice husk, straw and so forth. That biomass 
can be processed to be new materials by mixed with plastic in order to obtain a material 
that has different properties with its basic property, (Roger, 2007). Biomass-based 
materials such as sawdust, coconut fiber, rice husks or straw arehydrophilic, rigid and can 
be biologically degraded. Those specific properties of the material causes less suitable when 
combined with non-organic material such as plastic that is hydrophobic without addition of 
coupling agent that improve material interaction between matrixs and fillers. With addition 
of coupling agent then it will improve the adhesion properties between matrix and filler, and 
finallly improve physical and mechanical properties of composites.  
It is well known that a lot of coupling agents can be used to produce wood polymer 
compositessuch as organic coupling agent, inorganic and organic-inorganic coupling agent. 
To enhance bonding interaction between matrixes with inorganic filler, some previous 
researchers have used various types of the coupling agents. Bledzkia et al. (1998)and 
Farid(2012) using Maleic Anhydride as a coupling agent, Pickering(2003), Qiu et al.(2005), 
and Shuand Li(2006)addedisocyanate coupling agent while John Z. L., et al, 2005 using 
Maleic anhydride based polymers such as maleic anhydride polyethylene (MAPE) and maleic 
anhydride polypropylene (MAPP) in their research. The applicability of the coupling agent of 
maleic anhydride based polymers provides the best results where MAPE can increase phase 
inter bond between polarfiller and a non-polar poletilen effectively. 
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Theaim of studyis to investigate the matrix typeeffect of virgin HDPE or recycled HDPE and 
the amount of polyethylene-graft-maleic anhydride (MAPE) that is used as a coupling agent 
on the quality of producedcomposites. 
 
Materials and Methods 
Materials 
The materials used in the study are: rice husk as filler, recycled polyethylene and 
virgin polyethylene as a matrix, xylene 20 % as a plastic solvent and polyethylene-graft-
maleic anhydride (MAPE) with density 0.92 g/ml, 12 mesh and MW 15,000 as a coupling 
agent. Rice husk was obtained from paddy field in Aceh Besarregion, the same type and 
color of recycled plastics was collected fromrecycled collection point in around of Banda 
Aceh City, while virgin HDPE plastic was purchased commercially. The used tools are: 
stirred reactor consisting of a three-neck flask (Pyrex), motor with stirrer (Fisher Scientific, 
maximum speed of 250 rpm), oil bath (Corning), Hot press (hand made, temperature range 
of 29-300 oC), Crusher and 100-200 mesh size sieve (Macross Testing sieve), Oven with 
temperature range 25-400 oC (Gallenkamp), Digital scales, 0-1000 gram (METLER Toledo). 
Thermometer (0 °C - 200 °C), temperature control (50-500 °C). 
Preparation of composites 
Preparation of matrix and filler  
 Rice husks previously weresoaked in hot water at a temperature of 100 °C for 2 hours 
(while mixed). The purpose of soaking is to eliminate the extractive substances contained 
inside. After soaking, the rice husk was dried up to air dry. Later rice husk was grinded and 
sieved with size of 100-200 mesh and then dried again using the oven at temperature of 
105 °C for 24 hours until it reaches the water content of 2% - 3%, (Harper and Charles, 
1999). After that, the rice husk was kept in a desiccator to prevent contact with the outside 
air and also to absorb the remaining water contained in rice husks before composites 
manufacturing process.  
Recycled HDPE was cut to small size then washed with detergent to clean recycled HDPE 
from contaminants. After that, recycled HDPE was rinsed with water and dried in the sun 
and in oven at temperature of 105 °C for 24 hours,(Harper and Charles, 1999). 
Production ofcomposites 
 Recycled HDPE or virgin HDPE as much as 40 grams incorporated into the three-neck 
flask and addedwith 200 ml of xylene as solvent to melt HDPE (Carrollet al., 2001). 
Furthermore turned on the bath and set the temperature around 145 oC. Then as much as 
60 grams of rice husk was added inside the flask and stirred until homogeneous condition 
for about20 minutes with the addition of MAPE coupling agent as much as 1, 2, 3, 4% by 
weight and without addition of MAPE. Homogeneous mixture was removed from the flask 
and allowed to cool to evaporate the solvent for 24 hours. Further compression process is 
carried out by hot press at a temperature of 150 °C for 30 min (Prasetyawan, 2009). 
Composites then were cooled naturally and later were tested. 
Analysis and testing  
Tests that conducted in this study were: tensile strength that tested in accordance with 
ASTM 638-99 Type I in Laboratory of Research Center, Faculty of Mathematics and Natural 
Sciences University of North Sumatra; Bending strength using a Universal Testing Machine 
Electronic System Type: SC-2DE Japan in Laboratory of Research Center, Faculty of 
Mathematics and Natural Sciences University of North Sumatra. Thermal test using a 
Shimadzu DSC-60 in Laboratory of Catalysis and Reaction Engineering Chemical 
Engineering SyiahKuala University.FTIR using Shimadzu Prestige-21 in Environmental 
Laboratory of Chemical Engineering SyiahKuala University. 
 
Results and Discussion 
It is cited in literature that mechanical and thermal properties and bonding types of 
produced compositeswould be affected by the type of used matrixsand also depends on the 
amount of added coupling agent. One of the coupling agent is polyethylene-graft-maleic 
anhydride (MAPE) that is an effective and suitable coupling agent to produce composites 
based on a matrix of HDPE polymer. MAPE has been used as a coupling agent to improve 
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the adhesion bonding between ligno-cellulosic fiber derived from biomass-based filler and 
plastics based matrix(Sameniet al., 2004). 
Mechanical properties 
The mechanical properties of composites are properties that associated with ability 
of composite to resist external forces that acting on the composite. Mechanical properties 
that were tested in this study is tensile strength and bending strength. Test results from 
this study were then compared to the standard SNI 03-2105-1996 and JIS A5908. 
Tensile strength 
The results testing of tensile strength for composites with matrix of recycled HDPE 
and virgin HDPE are shown in Figure 1. 
 
 
Figure 1. The relationship between the percentage of MAPE as a coupling agent with tensile 
strength 
 
From the figure itis known that tensile strength value increased with increasing 
percentage of MAPE for composite with the matrix recycled HDPE and virgin HDPE. The 
optimum tensile strength value of virgin HDPE based compositesthat obtained at addition of 
3% wtof MAPE was 5.59 MPa, while the optimum tensile strength valueof composites with 
recycled HDPE matrix that obtained at addition of 4 wt% MAPE was 4.41 MPa. 
Compositesthat using virgin HDPE as matrix, tensile strength value was much greater than 
composites based on recycled HDPE in all conditions performed. This can be caused by 
surface poreof virgin HDPE is not too wide compared to the surface pore of recycled HDPE 
and also during mixing it was found that samples using virgin HDPE were more thicker than 
composites prepared from recycled HDPE and also took long time for melting of virgin 
HDPE. It also suggests that a more homogeneous mixing occurred on composite prepared 
from virgin HDPE. 
Prachayawarakorn et al. (2008) also found a decline in tensile strength value after 
addition of excess coupling agent caused low blending component interface interaction, 
which would lead to the outbreak of the mechanical structure of the mixed interface. Kamal 
et al., 2008 found that an increase of tensile strengthdue to the formation of ester bonds 
between carbonyl groups of the anhydride of coupling agent and the hydroxyl groups of the 
filler. In addition, Fatih et al., 2008 found that the type of plastic used does not significantly 
affect the quality of the composite. However, the amount of coupling agent had a significant 
effect on tensile strength value, which means that the addition of coupling agent increases 
the tensile strength value due to an increase of adhesion bonding between the matrix and 
the filler. 
From the above results, it is known that tensile strength value of virgin HDPE-based 
composites and recycled HDPE meets the standards according to SNI 03-2105-1996 where 
the value of the required minimum tensile strength is 0.15 MPa - 0.29 Mpa. (SNI, 2006) 
Bending strength 
The test results of bending strength for composites with matrix of recycled HDPE 
and virgin HDPE were shown in Figure 2. 
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Figure 2. The relationship between the percentages of MAPE as a coupling agent  
with bending strength value. 
 
Figure 2 shows that the optimum of bending strength value for virgin HDPE-based 
compositesthat obtained at addition of 3 wt% MAPE is equal to 0.35 MPa. While 
oncompositesprepared bymatrix of recycled HDPE,it was found that the increasing of 
percentage of MAPE would also increasedthe value of the bending strength where the 
maximum value of 0.25 MPawas obtained at addition of 4% wt MAPE. The presence of 
MAPE content in the mixture resulted in increasingof adhesion properties between rice husk 
with HDPE due to the esterification process between the anhydride groups of MAPE with the 
hydroxyl group of rice husk. 
Kamal et al., (2008) also found that the addition of coupling agent increase bending 
strength and composites stiffness significantly. Bending strength value in composite with 
MAPE coupling agent increased if compared with composites without using MAPE. This is 
because the addition of MAPE has improved compatibility between filler and HDPE which in 
this case also reduces the absorption of water and increase the stability and mechanical 
properties of composites. 
From the results above, it was found that bending strength of composites either by using 
recycled HDPE and virgin HDPE does not meet the standard of JIS A5908 and SNI 03-2105-
1996. Based on JIS A5908 and SNI 03-2105-1996, minimum standard of bending strength 
was 8.04 MPa and 9.81 Mpa, respectively. 
Thermal test 
It can be seen in Figure 3 the number of heat needed to melt the composite 
prepared by recycled HDPE and virgin HDPE.The largest amount of heat to melt the virgin 
HDPE-based composites found at addition of 4% wt MAPE is 788 J/g. While the lowest 
amount of heat obtained for the composites prepared by virgin HDPE without addition of 
coupling agent is 172 J/g. In general, the more amount of added coupling agent, then the 
greater heat required to melt composites. This can happen due to the increasing number of 
added coupling agent then the interaction between the bonding of rice husk and HDPE 
became stronger so it also takes a greater heat to melt composites. Generally the amount 
of heat of composites prepared by virgin HDPE was higher than that of composites prepared 
by recycled HDPE. This is because a reduction of energy required to melt recycled HDPE-
based composites because for this type of plastic most properties have been degraded after 
first moulding and addition of other additives into materials during previous process. The 
melting temperature (Tm) of each composite was found different each other. Composite 
with recycled HDPE matrix has a melting temperature averages about 132.76 oC while 
composite with virgin HDPE matrix has a melting temperature average of 134.69 oC. 
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Figure3 The relationship between the percentage of MAPE as a coupling agent to the 
enthalpy of composite prepared by recycled HDPE and virgin HDPE. 
 
Fourier Transform Infra Redtest 
 FTIR spectra of composites prepared by recycled HDPE were presented in Figure 4. 
There are similarity pattern of spectra in each composite with and without addition of MAPE. 
This shows that all types of functional groups of composite have a similar spectrum that is 
derived from the filler group of rice husk. However, it was also found a difference in the 
magnitude and peak height and that refering to difference of functional group substituents. 
 
 
Figure 4 FTIR spectra of composites prepared by recycled HDPE. 
 
 Spectra ofcomposites with MAPE composition from 0% to 4% wt show peak at 1053 
cm-1 that indicate the presence of -OH group which is the constituent cellulose contained in 
the rice husk filler. The absorption of water by cellulose depends on the number of free -OH 
groups. The increased of adhesion bonding between the filler and the matrix as shown in 
the increase of mechanical properties of composites due to the presence of hydrogen 
bonding (Balasuriya, P. W.  et al., 2002). According Basuki, 2005, cellulose content which 
has hydroxyl groups that can form hydrogen bonds can also be found at 3425 cm-1. 
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Figure 4 show two prominent peaks at 2923 cm-1that are referring to vibration of CH 
stretching that indicating the formation of bonding between filler and matrix and at 1724 
cm-1 which is C = O carbonyl groups associated with group of lignin and cellulose.Mohanty, 
S. et al. 2006 confirmed that the carbonyl index for recycled HDPE showed some 
degradation. Recycled HDPE shows spectra range between 1740-1715 cm-1 (due to 
carbonyl group) and 1640 cm-1 (due to the double bond), which indicates degradation.  
Composites that modified with addition of coupling agent have a high concentration of 
carbon, but low oxygen concentrations. This indicates that the chemical composition of the 
interface is influenced by the type and structure of the coupling agent, coupling agent 
concentration, and reaction of coupling agents with fillers and the polymer matrix. 
Effect of addition coupling agent 
From some previous studies revealed that MAPE is more effective in improving the 
bonding between the filler surface and plastic matrix. Therefore, the mechanism of MAPE on 





cellulosacoupling agent  esterlingkage 
Figure 5. The mechanism of esterification reaction between hydroxyl groups of filler 
andanhydride groups of MAPE 
 
 The reaction is between the filler containing -OH groups with the anhydride groups 
of MAPE to form esters lingkage. Moreover, part of the HDPE also tends to approach MAPE 
that has hydrophobic property so that the long chain of HDPE lowering the surface tension. 
Hydroxyl groups of filler that has hydrophilic properties are not easily mix with the 
hydrophobic HDPE matrix. Therefore, to reduce the surface hydrophilicity of filler thus  rice 
husk surface have to be coated with coupling agent. MAPE with hydroxyl groups of filler to 
form an ester lingkage. Furthermore, part of the nonpolar HDPE that combined with MAPE 
become compatible and also at the same time would reduce the surface energy of the filler, 
thus increasing the wetness and dispersion in the matrix completely. Mohanty et al., 2007 
also found that preparation of composite with MAPE coupling agent can improve mechanical 
properties compared to preparation of composite without addition of coupling agent. The 
increase of mechanical properties due to the increased surface adhesion between filler and 
matrix with the addition of MAPE. 
 
Conclusions  
 From the above study, it is found that composites produced from rice husk and 
matrix of virgin HDPE give better mechanical properties compared to composites that were 
prepared by matrix of recycled HDPE.The highest tensile strength valueof 5.69 Mpa was 
found on composite prepared by virgin HDPE plastic at addition of 4 wt% MAPE. While the 
highest bending strength value of 0.35 Mpa was obtained on composites with matrix of 
recycled HDPE and addition of 2 wt% MAPE. Tensile strength values of compositesprepared 
by matrix of recycled HDPE and virgin HDPE has already met the minimum standards of 
SNI 03-2105-1996 but not for bending strength values.The presence of coupling agent 
content in composites resulted in increased adhesion properties between rice husk and 
HDPE thereby increasing the mechanical physical properties of composites. 
 
 
The Proceedings of 2nd Annual International Conference Syiah Kuala University 2012  
& 8th IMT-GT Uninet Biosciences Conference 
Banda Aceh, 22-24 November 2012 
 
297 
Volume 2 Number 2, 2012 
Acknowledgements 
 The authors would thank to Syiah Kuala University, Ministry 
of Education and Culture, for financing with grant number: 141/UN11/A.01/APBN-
P2T/2012. My thanks also to AzizahWahjuni and RhezaNugraha, for their help and 
cooperation in assisting conducting of this research. 
 
References 
Balasuriya P.W. 2002. Mechanical Properties of Wood Flake–Polyethylene Composites. II. 
Interface Modification, Journal of Applied Polymer Science (83): 2505–2521. 
Basuki.2005.Wood-Fiber Reinforced Thermoplastics for Structural Housing and Automotive 
Interior Aplications. Sentra TeknologiPolimer, Tangerang 
Bledzkia K. et al. 1998. Thermoplastics Reinforced with Wood Fillers: A literature 
review.Polymer-plastics technology and engineering (37): 451-468. 
Carrol D.R. et al. 2001.Structural Proposal of Recycled Plastics/sawdust Lumber Decking 
Planks. Resources, Conservation and Recycling (3): 241-468, USA 
Farid M. 2012.PenggunaanMaleidAnhidridsebagai Coupling Agent 
dalamPembuatanKompositBerbasisBiomassaSabutKelapa/JeramidanLimbahPlastik 
HDPE.AcceptedonJurnalHasilPenelitianIndustri,Baristand, Banda Aceh 
Fatih M., et al. 2008. Thermal Degradation, Mechanical Properties and Morphology of Wheat 
Straw Flour Filled Recycled Thermoplastic Composites.Sensors(8): 500-519 
Harper, Charles A. 1999.Modern Plastic Handbook, McGraw-Hill. 
John Z.L. et al. 2005.Maleated wood-fiber/high-density-polyethylene composites: Coupling 
mechanisms and interfacial characterization.Composite Interfaces, Vol. 12, No. 1-2, 
pp. 125–140. 
Kamal B.A. et al. 2008. Dimensional Stability and Mechanical Behaviour of Wood-Plastic 
Composites Based On Recycled and Virgin High-Density Polyethylene 
(HDPE).Composites Part B(39): 807-815. 
Mohanty S. et al. 2006.Dynamic mechanical and thermal properties of MAPE treated 
jute/HDPE composites. Composites Science and Technology (66): 538–547. 
Mohanty S. et al. 2007.Rheological Characterization of HDPE/Sisal Fiber 
Composites.Polymer Engineering and Science 1634 – 1642. 
Pickering K.L.et al. 2003.The effect of silane coupling agents on radiata pine fibre for use in 
thermoplastic matrix composites. Composites Part A: Applied Science and 
ManufacturingVol. 34, 10, 915-926. 
PrachayawarakornJ. et al. 2008.Effects of Silane and MAPE Coupling Agents on the 
Properties and Interfacial Adhesion of Wood-Filled PVC/LDPE Blend.Journal of Applied 
Polymer Science, Vol. 108, 6, 3523–3530. 
Prasetyawan D. 2009. Sifat Fisis dan Mekanis Papan Komposit dari Serbuk Sabut Kelapa 
(Cocopeat) dengan Plastik Polyethylene. Departemen Hasil Hutan, Fakultas Pertanian, 
Institut Pertanian Bogor, Bogor. 
Qiu M. et al. 2005.Isocyanate as a compatibilizing agent on the properties of highly 
crystalline cellulose/polypropylene composites.Journal of Materials Science (40): 3607 
– 3614. 
Roger M.R. 2007.Challenges in Biomass–Thermoplastic Composites.J 
PolymEnviron,(15):229–235. 
Sameni J.K. et al. 2004.Effect of MAPE on the Mechanical Properties of Rubber Wood 
Fiber/Thermoplastic Natural Rubber Composites.Advances in Polymer Technology, Vol. 
23, No. 1, 18–23. 
Shu M., Li S. 2006.Impact of Coupling Agent on Properties of Wood Plastic Composite. 
China Forest Products Industry 33(4): 30-32. 
Standar Nasional Indonesia. 2006.BadanStandardisasiNasionalSNI 03-2105-
2006PapanPartikel, Indonesia. 
